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FEIHIEE M Glass lined pipe fittings
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= [ Pipe orifice
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NIVAD d mm dl mm D mm2 n— & mm
25 ¢ 26.5 b 33.7 ¢ 61 12 26 4-614
32 ¢ 34.4 $42.4 ¢72 12 28 4-518
40 b 41.1 $48.3 ¢ 80 12 28 4-618
50 ¢ 52.3 ¢ 60.3 102 14 32 4-618
65 ¢ 67.1 ¢ 76.1 $120 14 32 4-618
80 & 77.7 ¢ 88.9 $130 16 38 8-$18
100 $101.7 $114.3 $158 16 38 8-918
125 $126.7 $139.7 $188 16 40 8-918
150 +154.1 $168.3 $212 16 46 8- 22
200 $203.1 ¢ 219.1 268 20 48 8- 22
250 ¢ 253 $273 $ 320 22 54 12- $ 22
300 ¢ 304.8 $323.9 $370 24 58 12- $ 22
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BEE Glass lined pipe

Max X

SIZE X mm SIZE X mm SIZE X mm

2000 65 3000 3000
32 2000 80 3000 200 3000
40 2500 100 3000 250 3000
50 3000 125 3000 300 3000

]

90°&E L Glass lined elblow 90°

SIZE X mm SIZE X mm SIZE X mm

25 920 65 120 150 195
32 100 80 135 200 260
40 105 100 155 250 315
50 115 125 175 300 360
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45°Z 3 Glass lined elblow 45°

SIZE X mm SLZE X mm NIVAD X mm

25 60 65 85 150 150
32 65 80 95 200 180
40 70 100 105 250 220
50 80 125 125 300 250

IE=18/V4#E Glass lined equal tee and cross

oL

SIZE X mm SIZE X mm SIZE X mm
25 90 65 120 150 195

32 100 80 135 200 260
40 105 100 155 250 315
50 115 125 175 300 360
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A

/P41 Reducing tee and cross

50 Xmm 115 115 115
Ymm 100 105 110
65 120 120 120 120
105 110 115 120
80 135 135 135 135 135
115 120 125 130 135
100 155 155 155 155 155 155
125 130 135 140 145 150
125 175 175 175 175 175 175 175
140 145 150 155 160 165 170
150 195 195 195 195 195 195 195 195
155 160 165 170 175 180 185 190
200 260 260 260 260 260 260 260 260 260
185 190 195 200 205 210 215 220 225
250 315 315 315 315 315 315 315 315 315 315
230 235 240 245 250 255 260 265 270 275
300 360 360 360 360 360 360 360 360 360 360 360
235 240 245 250 255 260 265 270 275 280 300
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65 150 150 150 150

80 160 160 160 160 160

100 175 175 175 175 175 175

125 200 200 200 200 200

150 225 225 225 225 225

200 250 250 250 250 250 250

250 300 300 300 300 300

300 325 325 325 325 325
F1275= Reducing flange

_ D2 ‘
‘ ‘ = \

M | %mv
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Dlmm D2mm 25 32 40 50 65 80 100 125 150 200 250

40 Emm 35 35

50 35 35 35

65 35 35 35 35

80 35 35 35 35 35

100 45 45 45 45 45 45

125 45 45 45 45 45 45 45

150 45 45 45 45 45 45 45 45

200 45 45 45 45 45 45 45 45 45

250 45 45 45 45 45 45 45 45 45 45

300 45 45 45 45 45 45 45 45 45 45 45
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WETII~ Regulating ring

68 72 88 102 120 138 158 188 212 268 320 370

# F kg Weight

15 1.5 16 1.7 1.8 2 22 21 21 21 24 24 24
20 2 21 23 24 27 3 27 28 29 32 32 3.2
25 25 27 29 31 34 37 34 35 3.6 4 4.1 4
30 3.1 33 35 3.7 4 44 41 42 43 48 49 64
40 41 41 41 46 52 59 55 56 57 64 65 64
50 6.1 6.9 7 7.2 841 8.1 8

%% Glass lined blind flange

RSN
ﬁj

SIZE ¥ mm SIZE X mm SIZE X mm

25 90 65 120 150 195
32 100 80 135 200 260
40 105 100 155 250 315
50 115 125 175 300 360




We can provide the following equipment about glass lined
Glass lined reactors acc. To DIN 28136, ANSI. JIS. HG

Glass lined Pharma Reactors
Components for pharmaceutical and high purity applications
Mixing technology pharmaceutical and chemical industry

Reactors for Ploymerization o s ..
e BAVT AR AT A £ 455
Storage Tanks and Receivers Columns

Heat Exchangers #PEDIN28136, ANSI, JIS, HGAR/E A = 4936 3 3515 &
Sensor technology Accessories BEFBRHNHRELE
H 25 3= b B R B SR

HhFellF T B H RS RN E

ik 48 Fo EDICHE

AR IS

Best Quality —Quick Delivery—Fair Price Be o
REGHEE — RBEHRS — HSEHHH

s
AEAR RN R RN ASEEBR ARG . YERT
BHipEN, FENEEAMETEMOMRTITEE. BITME
SGTATV A, &L IEFEHIESE ™ R TS B =R KF
/HBERAGRE,

AEATIHAMREERAASNHE, FRNIGREN /
B R R

Erection and Installation %3
Startups %
Periodic inspections EHIG 2

Maintenance #$p
REBNERFANRE T AKX, BRMNAKETESLIAN

Spare parts &4 FfE, HARMTRENEXHAES BN, ARARRTR
MMERRMEFBIRAR, ERERBTBEH.
Re-glassing E#THE4E ©SGT Inc 2015, £IRAAFTE .
Enamelcoating repair $EIEIE B4 & WARNING:
Properties/applications shown throughout this brochure are
Retrofit Figr typical. Your specific. application should not be undertaken

without independent study and evaluation for suitability. For
specific application recommendation consult SGT. Failure to
select the proper glass-lined equipment products could result in
property damage and/or serious personal injury

Performance date published in this brochure has been
developed from field testing, customer field reports and/or
in-house testing.

While the almost care has been used in compiling this brochure,
we assume no responsibility for errors. Specifications subject to
change without notice. This edition cancels all previous issues.
Subject to change without notice.

© SGT Inc 2015. All right reserved worldwide.

Seminars and trainings #i1 32 & FnEE||
Process optimization TE 4L

Failure analysis #f& 947

Service communication AR S BELE

Quality inspection [REKRE

tBIELIEERRAA Fo 55 il 15 2 3t

SGT Glass-Lined Equipment Co., Ltd Wuxi Workshop

itk EBHEHRXEIEKT27TF15S ik, EXHEHIVERREEKESSS
Address:. No 15, Lane 727, Weihai Rd, Shanghai, PR China Address. No 88, Hu Huang Rd, Fang Qiao
HIE/TEL. 021-62676119 62570605 Industrial Park, Yixing

fEE/FAX. 021-62574380  Hp4w/Post. 200041 HR4m/Post. 214265

Http://www.sgt-china.com
E-mail: sales@sgt-china.com

2015-3-SGTP
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