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Glass—lined tubular heat exchanger

* Pressure=JE} * Temperature
1. oproduct side(4} B fll): -1/+6 bar standard (dep.On O—rings)—=iH
optional up to 10 bar AJAE¥R1& 1210 bar 1.0product side(4 i fll]): -20°C/+200°C
2.oservice side(f&#): -1/+6 bar standard 2.service side(f&#lf): -20°C/+200°C
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P=J X FE & & (Weight without supports) 1= &E (without jacket)
PA=%% (empty) 2= R E (with jacket)
PB=7ti#/KEE (full of water)
25 1
QHE 5 A PA kg PB kg
N1 N2 N3 N4 N5 N6 N7 | N8 ml m2 1 2 1 2
1| 50 [ 50 | 20 | 2| 50 | 125 20 | 20.|G3/8"|G3/8"] 290 o B70 | 335 | 465
2 65 65 20 18500 50 150 | 20 | 20 |G3/87|G3/8” 470 580 570 700
3 | 80 | 80| 25 18500 50 | 150 | 25 |25 {G3/8"|G3/8" 625 | 750 | 770 | 975
4 100 100 25 1(5)8 65 150 | 25 | 25 |G3/87|G3/8”] 920 1070 1155 1410
5 100 100 50 50 65 L0 50 | 50 |G3/8"|G3/8" 1160 1330 1470 1750
200 200
6 150 150 50 100 65 o0 50 | 50 |G3/87|G3/8”] 1490 1670 1870 2170
200 200
7 150 150 50 LE0 65 LG 50 | 50 |G3/8"|G3/8"| 1880 21820 2415 2790
200 200
8 150 150 50 koY 80 il 50 | 50 |G3/8”7|G3/8” 2180 2420 2765 3140
200 200
200 200 " "
9 200 | 200 50 250 80 250 50 | 50 |G3/8"|G3/8"| 2710 2970 3490 3900
200 200 % p
10 200 200 50 300 80 300 50 [ 50 |G3/87|G3/8” 3100 3370 4015 4460
200 200 " "
11 200 | 200 50 300 80 300 50 | 50 |G3/8"|G3/8" 3540 3820 4580 5030
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- k% Design Options

“Compact” design
WS ERER RAEECR BRI R BRI R
Type Punched Number of Exchange Exchange Tetal Total
plate heat surface surface exchange length
diameter exchange tubes jacket surface Lioe

tubes A1 A2 ALoL
[DN] [m*] [m*] [m*] [mm]
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WARNING:

Properties/applications shown throughout this brochure are typical. Your specific application should not be undertaken
without independent study and evaluation for suitability. For specific application recommendation consult SGT. Failure to
select the proper glass-lined equipment products could result in property damage and/or serious personal injury.
Performance date published in this brochure has been developed from field testing, customer field reports and/or in-house
testing.

While the almost care has been used in'compiling this brochure,we assume no responsibility for errors. Specifications
subject to change without notice. This edition cancels all previous issues. Subject to change without notice.

© SGT Inc 2015. All right reserved worldwide.
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SGT Glass—Lined Equipment Co., Ltd Wuxi Workshop

thit: EEHEBHRRXEIGKT27HF155 ik BEXHHFIHFIUEFREEKESSS
Address: No 15, Lane 727, Weihai Rd, Shanghai, PR China Address: No 88, Hu Huang Rd, Fang Qiao
EIE/TEL: 021-62676119 62570605 Industrial Park, Yixing

EE/FAX: 021-62574380 #f4%/Post: 200041 B 4m/Post: 214265

Http://www.sgt-china.com

E-mail: sales@sgt-china.com 5015-3-SGTE
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